






Indiga® brings the same seamless beauty to walls and vertical surfaces as it does to other 

applications. Endlessly smooth and warm to the touch, a wall clad in Solid Surface gives 

elegance and a reassuring permanence to any space, and by using various creative techniques 

such as inlaying, it can be transformed into a work of art.

Designers are exploring and 

exploiting the special qualities of 

Solid Surface as never before to 

create various furniture items. The 

material’s natural solidity and its 

ability to be shaped, carved, 

engraved and combined with other 

materials lends it to the design of 

innovative seating, tables, book- 

shelves, cabinets and many other 

items. Indiga Solid surface being 

durable over years, these beautiful 

designs will remain beautiful and 

solid for many more years to come.
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INDIGA SHADES (IS SERIES)

Printed representation of colours may vary from actual samples
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INDIGA SHADES (IS SERIES)

Printed representation of colours may vary from actual samples
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INDIGA JEWELS (IJ SERIES)

Printed representation of colours may vary from actual samples

IG 151
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INDIGA SHADES (IG SERIES)

Printed representation of colours may vary from actual samples

IG 900

IG 905

IG 909

IG 915

IG 922

IG 901

IG 906

IG 910

IG 918

IG 923

IG 903

IG 907

IG 912

IG 919

IG 933

IG 904

IG 908

IG 913

IG 921

IG 934
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INDIGA SHADES (IG SERIES)

Printed representation of colours may vary from actual samples

IG 935

IG 940

IG 946

IG 962

IG 974

IG 937

IG 941

IG 951

IG 971

IG 981

IG 938

IG 942

IG 958

IG 972

IG 982

IG 939

IG 945

IG 960

IG 973

IG 983
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 LENGTH WIDTH THICKNESS WEIGHT

 3000 mm 760 mm 12 mm [Standard] 46 kg

 3000 mm 760 mm 6 mm 23 kg

INDIGA Solid Surface Sheet Size

TECHNICAL DATA
(Indiga Solid Surface)

Properties / Test
Tensile Strength

Flexural Strength

Chemical Resistance

Compressive Strength

Barcol Hardness

Thermal Expansion

Gloss (60˚Gardner)

Light Resistance (Xenon Arc)

Wear and Cleanability

Stain Resistance : Sheets

Fungus and Bacteria Resistance

Boiling Water Resistance

High Temperature Resistance

Izod Impact
(Notched Specimen)

Ball Impact
Resistance : Sheets

Weatherability

Specific Gravity

Water Absorption

Toxicity

Flammability
Flame Spread Index
Smoke Developed Index

Test Method
ASTM D 638-10

ASTM D 790-10

ASTM D 543

ASTM D 695
Barcol Impressor

ASTM D 2583-13a

ASTM D 696

ANSI Z124

NEMA LD 3-2000
Method 3.3

ANSI Z124.3 & Z124.6

ANSI Z124.3 & Z124.6

ASTM G 21 & G 22

NEMA LD 3-2000
Method 3.5

NEMA LC 3-2000
Method 3.6

ASTM D 256-A

NEMA LD 3-2000
Method 3.8

ASTM G 155

ASTM D 792

ASTM D 570

Pittsburgh Protocol
Test ("LC50" Test)

ASTM E 84,
NEPA 255 & UL 723

Result

3336 psi

10745 psi

No Visible Changes

16815 psi

71

3.02X10-5in./in./˚C
(1.80 X 10-5in./in/˚F

5-75 (matte-highly polished)

No effect

Passes

Passes
No Growth

No Visible Change

No Change

4.3 KJ/M2

No fracture-1/2lb.ball:
1/4” slab-36” drop

1/2"† slab-144” drop

∆E*94<5 in 1,000 hrs.

1.75g/cm3

Long-term
0.4% (3/4”)
0.6% (1/2”†)
0.8% (1/4”)

99 (solid colors)
66(patterned colors)

All Colors
(Class 1 and Class A)

<25
<25 
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Indiga
®

 sheets of thickness 9mm or 18mm can be manufactured as per customer requirement
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Recently Executed Projects
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School Projects
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Recently Executed Projects
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Recently Executed 500 Villas Projects
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Our Factory
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Our Sister Concern






